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HOFF SERIES

TS65105

Color palette

IP20

WHITE BLACK GREY

105mm

65mm

TS75145

Color palette

IP20

WHITE BLACK GREY

145mm

75mm

TS85165

Color palette

IP20

WHITE BLACK GREY

165mm

85mm

TS95195

Color palette

IP20

WHITE BLACK GREY

195mm

95mm

TS65105  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 15W
Luminous �ux ~1350lm
Light Source COB Citizen
CCT  2700K, 3000K, 4000K
CRI >80 
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 38°
Driver Built-in
Operating Temperature -25°c~+50°

TS75145  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 25W
Luminous �ux ~2250lm
Light Source COB Citizen
CCT  2700K, 3000K, 4000K
CRI >80 
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 38°
Driver Built-in
Operating Temperature -25°c~+50°

TS85165  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 35W
Luminous �ux ~3150lm
Light Source COB Citizen
CCT  2700K, 3000K, 4000K
CRI >80 CRI90, CRI97 as an option
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 38°
Driver Built-in
Operating Temperature -25°c~+50°

TS95195  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 45W
Luminous �ux ~4050lm
Light Source COB Citizen
CCT  2700K, 3000K, 4000K
CRI >80 CRI90, CRI97 as an option
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 38°
Driver Built-in
Operating Temperature -25°c~+50°

TS65185  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 30W
Luminous �ux ~2450lm
Light Source Khun COB
CCT  2700K, 3000K, 4000K
CRI >80 CRI90, CRI97 as an option
Di�user Lens+Re�ector
Beam Angle  Reflector 15°, 24°, 36°
Driver Built-in XZ KHUN non-dimmable
Operating Temperature -25°c~+50°

TS65185

Color palette
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WHITE BLACK GREY
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