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VANZO SERIES

TS95112  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 25W
Luminous �ux ~2200lm
Light Source CREE COB
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 CRI>90 
Optical components Lens and honey comb
Beam Angle  Reflector 15°, 24°, 36°
Driver Built-in constant current DC700mA 36V
Operating Temperature -25°c~+50°
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TS95133  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 32W
Luminous �ux ~2900lm
Light Source CREE COB
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 CRI>90 
Optical components Lens and honey comb
Beam Angle  Reflector 20°, 30°, 40°
Driver Built-in constant current DC900mA 36V
Operating Temperature -25°c~+50°
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TS95100  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 16W
Luminous �ux ~1350lm
Light Source CREE COB
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 CRI>90 
Optical components Lens and honey comb
Beam Angle  Reflector 12°, 24°, 36°
Driver Built-in constant current DC450mA
Operating Temperature -25°c~+50°
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TS6090  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 11W
Luminous �ux ~900lm
Light Source CREE COB
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 CRI>90 
Optical components,  lens, ring color or honey-comb as an option
Beam Angle  Reflector 18°, 24°, 36°, 60°
Driver Built-in constant current DC300mA
Operating Temperature -25°c~+50°
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TS95100  Track Spotlight

Input Voltage 220-240VAC  Multivoltage / 50-60Hz
Light Power 11W
Luminous �ux ~900lm
Light Source CREE COB
CCT  2700K, 3000K, 4000K, 5000K
CRI >80 CRI>90 
Optical components lens, ring color or honey-comb as an option
Beam Angle  Reflector 18°, 24°, 36°, 60°
Driver Built-in constant current 
Operating Temperature -25°c~+50°


